


CONTROL 29AV-1

CONTROL 30-WH

CONTROL 28/28T-60 CONTROL 25AV

key features
f INVISIBALL® MOUNTING TECHNOLOGY

f WEATHEREDGE™ FOR MOISTURE PROTECTION

f OPTIONAL FACTORY INSTALLED TRANSFORMERS

f PAINTABLE TEXTURED HIPS ENCLOSURES

f SELECTION OF VERSATILE MOUNTING
HARDWARE

1Half-space (on wall).
2Continuous Program Power, which is a conservative expression of the

system’s ability to handle normal speech and music program material
and is defined as 3 dB above the Continuous Pink Noise rating (IEC-
shaped pink noise with a 6 dB crest factor, for 100 hours continuously).

3Continuous Pink Noise for 100 hours.

CO N T R O L CO N T R AC TO R S E R I E S

specifications
FREQUENCY RANGE

(-10 dB)1

POWER CAPACITY: PROGRAM 2
PINK 3

NOMINAL COVERAGE
SENSITIVITY: 1 W, 1 m
NOMINAL IMPEDANCE

COMPONENTS: LOW FREQ.
HIGH FREQ.

TRANSFORMER TAPS: 100V
70.7V

ENCLOSURE
FINISH

DIMENSIONS
(H x W x D)

NET WEIGHT (each)

CONTROL 23/23T
85 Hz - 22 kHz (23)
100 Hz - 21 kHz (23T)

50 W (23)
25 W (23)

90˚ x 90˚
86 dB SPL (23)

8 ohms (23)

3 1⁄2 in (88 mm)
1⁄2 in (13 mm)

10 W (23T)
5 W (23T)

HIPS (High Impact Polystyrene) 

Black or white (-WH)

193 x 140 x 111 mm
7.6 x 5.5 x 4.4 in

1.8 kg (4 lb) (23)
2.2 kg (5 lb) (23T)

CONTROL 25/25T
80 Hz - 16 kHz (25)
80 Hz - 15 kHz (25T)

150 W (25)
75 W (25)

90˚ x 90˚
88 dB SPL (25)

8 ohms (25)

5 1⁄4 in (135 mm)
3⁄4 in (19 mm)

30, 15, 7.5 W (25T)
30, 15, 7.5, 3.7 W (25T)

HIPS (High Impact Polystyrene)

Black or white (-WH)

236 x 188 x 149 mm
9.3 x 7.4 x 5.8 in

2.3 kg (5 lb) (25)
3.6 kg (8 lb) (25T)

CONTROL 25AV
70 Hz - 23 kHz

200 W
100 W

100˚ x 100˚
87 dB SPL

8 ohms

5 1⁄4 in (130 mm)
3⁄4 in (20 mm)

60, 30, 15 W
60, 30, 15, 7.5 W

HIPS (High Impact Polystyrene)

Black or white (-WH)

236 x 186 x 159 mm
9.3 x 7.4 x 6.3 in

4.0 kg (9 lb)

FREQUENCY RANGE
(-10 dB) 1

POWER CAPACITY: PROGRAM 2
PINK 3

NOMINAL COVERAGE
SENSITIVITY: 1 W, 1 m

NOMINAL IMPEDANCE
COMPONENTS: LOW FREQ.

MID FREQ.
HIGH FREQ.

TRANSFORMER TAPS: 100V
70.7V

ENCLOSURE
FINISH

DIMENSIONS
(H x W x D)

NET WEIGHT (each)

CONTROL 28/28T-60
60 Hz - 16 kHz (28)
55 Hz - 15 kHz (28T-60)

175 W (28)
87 W (28)

90˚ x 90˚
92 dB SPL (28)

8 ohms (28)

8 in (200 mm)

1 in (25 mm)

60, 30, 15 W (28T-60)
60, 30, 15, 7.5 W (28T-60)

HIPS (High Impact Polystyrene)

Black or white (-WH)

380 x 280 x 220 mm
15.0 x 11.0 x 8.6 in

5.5 kg (12 lb) (28)
6.3 kg (14 lb) (28T-60)

CONTROL 29AV-1
37 Hz - 18 kHz

300 W 
150 W

110˚ x 85˚ (rotatable)

90 dB SPL

8 ohms

8 in (200 mm)

1 in (25 mm) comp. driver 

110, 55, 28 W
110, 55, 28, 14 W

HIPS (High Impact Polystyrene)

Black or white (-WH)

520 x 306 x 277 mm
20.5 x 12.0 x 10.9 in

12.2 kg (27 lb)

CONTROL 30
38 Hz - 17 kHz

500 W 
250 W

120˚ x 110˚
93 dB SPL

8 ohms

10 in (250 mm)
5 in (125 mm)
1 in (25 mm) comp. driver 

150, 75, 38 W
150, 75, 38, 19 W

HIPS (High Impact Polystyrene)

Black or white (-WH)

593 x 372 x 345 mm
23.3 x 14.6 x 13.5 in

18.9 kg (42 lb)

CONTROL SB-2
38 Hz - 160 Hz

340 W (both inputs)
170 W (both inputs)

N/A

94 dB SPL (on wall) 
100 dB SPL (near corner)

8 ohms per input

10 in (250 mm) long-throw
with dual voice coils

Particle Board

Black

394 x 585 x 343 mm
15.5 x 23.0 x 13.5 in

19.1 kg (42 lb)

CONTROL SB210
42 Hz - 200 Hz

800 W
400 W

N/A

96 dB SPL (on wall)
102 dB SPL (near corner) 

8 ohms

2 x 10 in (250 mm)

HIPS (High Impact Polystyrene)

Black or white (-WH)

335 x 590 x 570 mm
14 x 23.3 x 22.5 in

17.1 kg (38 lb)

All models
available in black
or white (-WH).

A JBL Control SB-210 subwoofer with MTC-210-SAT crossover and two
Control 29AV-1 speakers forms a full-range subwoofer/satellite

system capable of outstanding musical impact.

CONTROL 25/25T CONTROL 23/23T
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key features f HIGH FIDELITY PERFORMANCE

f PRECISION COVERAGE

f EASY TO DESIGN AND INSTALL

f PREMIUM ACCESSORIES

ACCESSORIES
Premium accessories include best-in-class back boxes made of heavy 16 gauge metal and lined with 1/2”MDF, as well as contemporary grilles and an optional
higher power transformer.  Accessories include:

I N S TA L L AT I O N P R O D U C TS

Control® 300 Series Large Format In-Ceiling Loudspeakers

specifications
SYSTEM TYPE

FREQUENCY RANGE (-10 dB)1

POWER CAPACITY: PROGRAM 2
PINK 3

NOMINAL COVERAGE
SENSITIVITY: 1W, 1m

NOMINAL IMPEDANCE
TRANSFORMER TAPS: 100V

70V
COMPONENTS: LF

HF
TERMINATION

DIMENSIONS (W)
(D)

NET WEIGHT (each)

Control 328C/CT
8" Coaxial Ceiling Loudspeaker with 
HF Compression Driver

45 Hz – 18 kHz

500 W
250 W

120º conical

93 dB

8 ohms

60, 30 15 W
60, 30, 15, 7.5 W

8 in (200 mm)
1" diaphragm compression driver

Screw-down removable locking connector

12 in (305 mm) diameter round baffle
6.3 in (160 mm) for C328C
8.6 in (218 mm) for C328CT

4.5 kg (10 lb) for C328C
5.4 kg (12 lb) for C328CT

Control 321C/CT
12" Coaxial Ceiling Loudspeaker
with HF Compression Driver

34 Hz – 18 kHz

500 W
250 W

90º conical

94 dB

8 ohms

60, 30 15 W
60, 30, 15, 7.5 W

12 in (300 mm)
1" diaphragm compression driver

Screw-down removable locking connector

14.4 x 14.4 in (366 x 366 mm) square baffle
8.8 in (223 mm) for C321C
9.5 in (240 mm) for C321CT

7.3 kg (16 lb) for C321C
8.2 kg (18 lb ) for C321CT

Control 322 C/CT
High-output 12" Coaxial Ceiling Loudspeaker

32 Hz – 20 kHz

800 W
400 W

90º conical

95 dB

8 ohms

100, 50, 25 W
100, 50, 25, 12.5 W

12 in (300 mm)
1.5" diaphragm compression driver

Screw-down removable locking connector

14.4 x 14.4 in (366 x 366) square baffle
8.8 in (223 mm) for C322C
9.5 in (240 mm) for C322CT

9.1 kg (20 lb) for C322C
10.0 kg (22 lb) for C322CT

Control 312CS
12" In-Ceiling Subwoofer Loudspeaker

30 Hz – 4.5 kHz

800 W
400 W

93 dB

8 ohms

n/a
n/a

12 in (300 mm)

Screw-down removable locking connector

14.4 x 14.4 in (366 x 366 mm) square baffle
5.8 in (147 mm)

MTC- 300BB8
Premium 1 cu ft (28 cu l)
Cylindrical Backbox

Control 328C/CT

15 dia x 10.6 in deep
(380 x 270 mm)

MTC-300BB12
Premium 3 cu ft (28 cu l)
Rectangular Backbox

Control 321C/CT, 322C/CT, 312CS

23.1 x 18.2 x 12.6 in
(587 x 461 x 324 mm)

MTC-300RG8
Round Grille for 8 in 
(200 mm) systems

Control 328C/CT

13.6 in dia x 0.64 in deep 
(345 x 16.3 mm)

MTC-300SG12
Square Grille for 12 in 
(300 mm) systems

Control 321C/CT, 322C/CT, 312CS

16.3 x 16.3 x 0.4 in deep
(415 x 415 x 10 mm)

MTC-300T150
150 W Accessory Transformer

Any low-impedance models 

3.4 x 3.4 x 3.1 in
(86 x 86 x 78 mm)

DESCRIPTION

FITS:
DIMENSIONS:

1 IEC filtered random noise (50 Hz - 5 kHz) with 
a crest factor (peak to average ratio) of 6 dB.

2 Continuous Program Power, which is a conservative expression of the
system's ability to handle normal speech and music program material
and is defined as 3 dB above the Continuous Pink Noise rating (IEC-
shaped pink noise with a 6 dB crest factor).

3 Continuous Pink Noise for 2 hours.

Control 300 Series represents the state of the art in large-format ceiling loudspeaker systems. True point-source coax designs, multiple
power levels and transformer choices, plus an in-ceiling subwoofer, make it easy to fulfill any architectural, aesthetic and system
performance requirements. Premium components include Kevlar-reinforced cones, low-saturation transformers and legendary JBL
compression drivers. Advanced high-slope crossover networks, combined with low system distortion and smooth frequency response
provides full, natural music along with exceptional speech intelligibility.  

In these Control 300 coax models, the throat and cone combine to form a Constant Coverage waveguide which provides extraordinary
broadband control, ensuring even coverage and consistent sound throughout the listening space.  And Control 328 goes a step further with
a 12" diameter waveguide, providing the pattern control of a 12" horn from an 8" driver. 

The EZ-Rail™ feature (on 12" models) provides a “helping hand” to hold one side of the loudspeaker in place while fastening it to a pre-
installed back box.  A multi-pin locking connector allows for easy pre-wiring and quick clip-in during installation.

Control 328C/CT

Control 322 C/CT
Control 321C/CT

Control 312CS
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MS28

MS26

MA R Q U I S S E R I E S

specifications
SYSTEM TYPE

FREQ. RANGE (-10 dB)
FREQ. RESPONSE (-3 dB)

NOMINAL COVERAGE
POWER CAPACITY1

SENSITIVITY: 1 W, 1 m
NOMINAL IMPEDANCE

COMPONENTS: LF
HF

ENCLOSURE
FINISH

INPUT CONNECTORS
DIMENSIONS

(H x W x D)
NET WEIGHT (each)

MS26
Two-way Full-range

45 Hz - 20 kHz

65 Hz - 19 kHz

100° x 70°

150 W

91 dB

16 ohms

2 x 152 mm (6 in) 
25 mm (1 in)

Low profile

Black DuraFlex™

2 x NL4 Neutrik® Speakon®

599 x 217 x 241 mm
23.6 x 8.55 x 9.5 in

8.2 kg (18 lb)

MS28
Two-way Full-range

40 Hz - 20 kHz

60 Hz - 19 kHz

85° x 85°

200 W

93 dB 

16 ohms

2 x 203 mm (8 in) 
25 mm (1 in)

Low profile

Black DuraFlex

2 x NL4 Neutrik Speakon

676 x 291 x 321 mm
26.6 x 11.45 x 12.65 in

12.7 kg (28 lb)

MS26
The MS26 is a full-range, low profile system with 100° x 70°
dispersion. This system features two 6" LF transducers and a 1" exit
titanium composite tweeter integrated to a newly designed elliptical
waveguide. The MS26 is ideal for close ceiling mounting or under-
balcony applications.

MS28
The MS28 is a full-range, low profile system with 85° x 85° dispersion. 
This system features two 8" LF transducers and a 1" compression
driver on an Optimized Aperture Symmetrical Radiator. The MS28 is
ideal for similar applications where higher power is needed.

The Marquis Series is designed for use in fixed installation applications. This series has been value engineered to provide systems with the
highest performance vs. cost available. The full range enclosures are pre-fitted with M10 threaded inserts and are supplied with an eyebolt
kit. The MS26 and MS28 are equipped with “yoke mount” brackets and hardware . The cabinets suspend easily—both horizontally and
vertically—offering a greater degree of versatility.

Marquis Series 

1 IEC filtered random noise (50 Hz - 5 kHz) with a crest factor (peak to average ratio) of 6 dB

f HIGH PERFORMANCE VS. COST

f PRE-FITTED WITH M10 THREADED INSERTS

f VERTICAL OR HORIZONTAL ORIENTATION

f EQUIPPED WITH “YOKE MOUNT” BRACKETSkey features

Shrine Church of St. Stanislaus, Cleveland, Ohio
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