


E-System 15

E-System 15 starts with the second generation 
of the speaker that started the powered-speaker
revolution – the JBL EON15 G2 featuring 400
watts of bi-amplified power (300 watts for low
frequencies and 100 watts for high frequencies).
The EON15 G2 is at home as a main PA speaker 
or as a vocal or instrument monitor.

Then add a Soundcraft E-8 mixer with that great
British sound and these features:

• 8 mono input channels plus two 
stereo inputs

• 2 aux sends, each globally switchable 
pre or post fader

• 100 mm faders

• Internal power supply

• Simple rack mounting options

• 3-band EQ with swept mid band

• Precision, ultra-linear mic pre-amps

• True, professional +48V phantom power

• Individual channel mutes

E-System 10

The JBL EON10 G2 weighs in at only 10.4 kg 
(23 lb) but proves that you don't need size 
and weight to get quality. With 175 watts of 
bi-amplified power (125 watts for low frequencies
and 50 watts for high frequencies) the EON10 G2
is the choice for moderate-level performance. 

Add a Soundcraft E-6 mixer:

• 6 mono input channels plus two stereo inputs

• 2 aux sends, each globally switchable 
pre or post fade

• 100 mm faders

• Internal power supply

• Simple rack mounting options

• 3-band EQ with swept mid band

• Precision, ultra-linear mic pre-amps

• True, professional +48V phantom power

• Individual channel mutes

MICROPHONES

To complete the systems, a pair of AKG D2000S
microphones is included. These handheld,
dynamic, hypercardioid microphones are at home
in a variety of sound reinforcement applications
for speech, vocals and instruments. Rounding out
the system are four 25' XLR cables to hook it all
together.

Pre-packaged, complete sound reinforcement systems featuring JBL EON powered speakers, Soundcraft E-Series mixing consoles, and
AKG microphones. A complete sound reinforcement system so good that no one company could build it all. 

P O RTA B L E P R O D U C TS
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key features
f COMPLETE, TURN-KEY SYSTEMS WITH

COMPLEMENTARY COMPONENTS

f WIDE RANGE OF APPLICATIONS

f VERSATILE ENCLOSURE ANGLES

f FEATURE-PACKED SOUNDCRAFT MIXERS
E - S YS T E M S

INPUT CHANNELS

AUXILLARY SENDS
NOISE (22 Hz-22 kHz): MIC EIN

MIX
CROSSTALK

FREQUENCY RESPONSE

THD+ NOISE

INPUT & OUTPUT IMPED-
ANCES

INPUT AND OUTPUT LEVELS

EQ (MONO INPUTS)

EQ (STEREO INPUTS)

WEIGHT

DIMENSIONS: WIDTH

HEIGHT
DEPTH

RACK MOUNTING

E-SYSTEM 10

SOUNDCRAFT E-8 MIXER TYPE
FREQUENCY RANGE

POLAR PATTERN
SENSITIVITY @ 1000 Hz

EQUIVALENT NOISE LEVEL
MAXIMUM SPL 

ELECTRICAL IMPEDANCE
RECOMMENDED LOAD IMPEDANCE

CONNECTOR
FINISH

SIZE: LENGTH
Ø

WEIGHT 

AKG D2000S
Dynamic Microphone

70 - 20,000 Hz

Hypercardioid

2.0 mV/Pa (-54 dBV re 1V/Pa)

20 dB(A) to DIN 45412

FOR 1% THD: 140 dB SPL 
FOR 3% THD: 150 dB SPL

<500 ohms

>1200 ohms

3-pin male XLR

Matte black enamel

181 mm (7.13 in)
50 mm (1.97 in)

230 g (8.1 oz)

specificationsSoundcraft E-Series Mixing Console
MIC/LINE, MONO: 6 (E-6); 8 (E-8)
Line, Stereo: 2

2, globally selectable, pre/post

128 dBu (max gain, 150 ohms source impedance) 
<-85 dBu (@ max, faders down)

>96 dB (Channel mute )
>96 dB (Fader cut-off [rel +10 mark]) 
>86 dB Aux send pot offness

20 Hz – 20 kHz (+/- 0.5 dB )
(Mic/Line input to any output)

<0.007% (Mic gain 30 dB, -30 dBu input
Mix out, fader max @ 1kHz) 

Mic input: 2.5 kohms
Line input: 11 kohms
Stereo input: 100 kohms
Outputs: 75 ohms

Mic input max level: +17 dBu
Line input max level: +30 dBu
Stereo input max level: +30 dBu
Mix output max level: +20 dBu
Headphones (@ 200 ohms): 300 mW

Lo: 80 Hz shelving +/- 15 dB
Mid (swept): 140 Hz – 3 kHz +/- 15 dB
High: 12 k +/- 15 dB

Lo: 80 Hz shelving +/- 15 dB
High: 12 k +/- 15 dB

E6: 5.75 kg (12.68 lb)
E8: 6.75 kg (14.88 lb)

E6: 375.6 mm (14.79 in)
E8: 426.44 mm (16.79 in)
E6 & E8: 95.11 mm (3.74 in)
E6 & E8: 451.43 mm (17.77 in)

E6: Requires Soundcraft Part # P-S20000D-01
E8: Requires Soundcraft Part # P-S20001D-01
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